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Explanation long term permit for transportation of an indivisible load 
Extra values (dimensions, weights and axle loads) will be added in the permit according to the vehicle characteristic mentioned below. Please attention to the necessary information and RDW documents.

	Semi trailer 
· Extendable (extension of wheelbase)  combined with power steering: 

· Maximum length of vehicle combination 27,50 m.
· King pin to rear of vehicle > 12,00 m combined with power steering: 

· Maximum length of vehicle combination 27,50 m laden and unladen; under conditions transport of devisible load allowed.
· Width unladen > 2,55 m:
· Width according to registration certificate up to a maximum of 3,00 m; under conditions transport of devisible load allowed.
· GVW ≥ 42.000 kg:
· Maximum weight of vehicle combination (GTW) 100.000 kg. Only possible in combination with RDW technical document issued for the tractive unit.
· Maximum axle load 10.000 kg (12.000 kg National Highways) with RDW technical document.

	Drawbar trailer
· Extendable (extension of  wheelbase) without power steering:
· Maximum length of vehicle combination 22,00 m.
· Extendable (extension of  wheelbase) combined with power steering, only for low loader: 

· Maximum length of vehicle combination 27,50 m.
· Maximum overhang crane jib 8,00 m in front of drawbar trailer.
· Unladen length > 12,00 m without power steering, only for low loader:

· Maximum length of vehicle combination 22,00 m laden and unladen; under conditions transport of devisible load allowed.

· Unladen length > 12,00 m combined with power steering, only for low loader:

· Maximum length of vehicle combination 27,50 m laden and unladen; under conditions transport of devisible load allowed.
· Maximum overhang crane jib 8,00 m infront of the drawbar trailer 

· Width unladen > 2,55 meter: 
· -      Width according to registration certificate up to a maximum of 3,00 m; under conditions transport of devisible load

              allowed.

· 4 or more axles (axle load with 4 axles at least 9.000 kg), resp more than 2 pendulum axle lines:
-      Maximum weight of vehicle combination (GTW) 100.000 kg. Only possible in combination with RDW technical 

              document issued for the tractive unit.

· Maximum axle load 10.000 kg (12.000 kg National Highways) with RDW technical document. Not applicable to

       pendulum axles.


Comments:
· RDW technical vehicle documents must be applied for by the manufacturer or importer of the vehicle in question.

· Low loader: semi (drawbar) trailer with height of loading platform in unladen position < 0,70 m above the road.

· A power steering has to fulfil the demands stated in appendix A of the “Beleidsregel ontheffingverlening exceptionele transporten Dienst Wegverkeer”. 

· In case of an extendable semi trailer with a distance king pin to rear of vehicle < 12,00 m, the following maximum lengths will be mentioned in the permit for the unladen situation:
· 18,00 m for a semi trailer without power steering.
· 20,00 m for a semi trailer with power steering.
· Important for non-Dutch registered vehicles:
Unless SERT number is given, all relevant vehicle characteristics must be proved by forwarding (copies of) vehicle documents. This concerns the following items:
· Extendibility
· Power steering
· Distance kingpin - rear of semi trailer, resp length of drawbar trailer > 12,00 m

· Width of vehicle > 2,55 m

· GVW semi trailer > 42.000 kg

· Number of axles > 3, resp number of pendulum axle lines > 2
Further details are available on our internetsite tet.rdw.nl or by e-mail to tetninfo@rdw.nl
2 B 0664Ec



